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Storage Cabinet
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Installation
Select the correct Spare 
Sprinkler Head Cabinet in 
accordance with the Automatic 
Sprinkler Systems Handbook. 
As per the 1989 Edition the 
correct number of spare 
sprinkler is as follows:

“0-300 sprinklers, not less than 6
300-1000, not less than 12
1000 or more, not less than 24.
Stock of spare sprinklers shall 
include all types and ratings 
installed.”*

Once the correct Spare Sprinkler 
Head Cabinet has been select-
ed, installation is accomplished 
by inserting the correct fastener 
in each of the two holes inside 
the cabinet, securing the cabinet 
securely to the wall. The insert 
the correct number and type of 
sprinklers in accordance with the 
“handbook”.

*Final determination is subject to approval 
by the AHJ.

 
  Specifi cations

Material:
 Painted plain steel

Finish:
 Red enamel

Styles:
 3 Spare sprinklers, 
 1/2 or 3/4

 6 Spare sprinklers, 
 1/2 or 3/4

 6 Spare, ESFR, 
 1/2 , 3/4 or 1"

 36 Spare sprinklers 

 24 Spare sprinklers 

 12 Spare sprinklers 
 1/2 or 3/4
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Fire Protection Products, Inc. Spare Sprinkler Head Cabinets are 
designed to allow for spare sprinkler head storage as required by 
NFPA guidelines. The Spare Sprinkler Head Cabinets are available 
in six configurations. Three head, six head, six head ESFR, twelve 
head, twenty-four head and thirty-six head. All six styles are 
manufactured with "knockouts" to accommodate the most common 
size sprinklers. The shelf is located to allow for the storage of a 
typical sprinkler head wrench. Each cabinet is finished with a red 
enamel fi nish. Each spare head cabinet comes with a hinged 
door which remains closed to protect the spare sprinklers from the 
elements and features two holes on the back panel to allow for 
attachment to most surfaces utilizing the appropriate fasteners. 
Not intended for exposed or harsh environments.


