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APPLICATIONS

¢ (On-surface installations or covered
with a layer of mulch

¢ Bed areas that require shorter lateral
lengths

¢ Areas subject to vandalism
¢ Planting areas

¢ Curved, narrow, and angular planting
EICER

¢ Flower beds, trees, and shrubs
¢ Rooftop gardens

e Greenwalls

 High traffic or high liability areas
¢ Raised planters

SPECIFICATIONS

* 0.26,0.4,0.6 and 0.9 GPH flow

e 6”,12" and 18" spacing (6” spacing
available for 0.26 and 0.4 GPH only)

¢ Uses 12mm Netafim Insert Fittings
or any compression fitting for .426"
diameter tubing

¢ Minimum bending radius: 6"
¢ Maximum System Pressure: 50 psi
¢ Tubing diameter: .510” OD; .426" ID

¢ Recommended minimum filtration:
120 mesh

¢ Diaphragm made of silicon

FEATURES & BENEFITS

THE FIRST ANTI-SIPHON DRIPPER IN LANDSCAPE DRIPPERLINE

Dripper manufactured and successfully used in harsh agricultural
applications since 2000. Dripper is pressure compensating and
continuous flushing.

LESS VISUALLY OBTRUSIVE
12mm diameter tubing is less noticeable in landscape installations.

LESS TIME TO INSTALL

Simple loop systems cover up to 1800 square feet of plant bed area
with as few as two fittings.

QUALIFIES FOR LEED PROJECTS

Contains the required quantity of post-industrial and post-consumer
recycled material and therefore is the only dripperline that qualifies
for use on LEED projects.

EXTEND THE COVERAGE OF A TECHLINE CV OR TECHLINE
SYSTEM

Techline EZ has the same flow recommendations and dripper
spacings.
MORE COST EFFECTIVE IN SMALLER BED AREAS

23% smaller diameter tubing with 62% run length of 17mm tubing.
(Based on 0.9 GPH 12" comparison to Techline CV.)

GENERAL GUIDELINES
orucmovremomeshon | 110

TIME TO APPLY %" OF WATER (MINUTES) 79-107

Following these maximum spacing guidelines, dripper flow selection can be increased if desired by the designer.
0.9 GPH flow rate available for areas requiring higher infiltration rates, such as coarse sandy soils.




MAXIMUM LENGTH OF A SINGLE LATERAL (FEET)

12mm DRIPPERLINE

Techline EZ

one coil, two fittings,

less than one hour installation

DRIPPER SPACING
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FLOW PER 100 FEET

DRIPPER
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SPECIFYING MODEL NUMBER

Information Chart

Reference for Ordering

Techline EZ _ g7
Dripperline

SAMPLE MODEL NUMBER

DRIPPER
FLOW RATE
0.26 GPH =26
04GPH =4
06GPH =6

DRIPPER

SPACING
6"=6
12" =12

18" =18

09GPH =9

CoIL
LENGTH
200" = 02
250" = 025
300" = 03
500" = 05
000" = 10

1,

BLANK TUBING MODEL NUMBERS:
500"=TLEZ005 250° = TLEZ0025

ORDERING INFORMATION
FLOW | DRIPPER| COIL MODEL ITEM
RATE | SPACING| LENGTH | NUMBER NUMBER
3000 | TLEZ26-0603 | 10051-000001
6" 500 | TLEZ26-0605 | 10051-000002
1000 | TLEZ26-0610 | 10051-000003
3000 | TLEZ26-1203 | 10051-000004
026GPH | 12" 500 | TLEZ26-1205 | 10051-000005
1000 | TLEZ26-1210 | 10051-000006
3000 | TLEZ26-1803 | 10051-000007
18" 500 | TLEZ26-1805 | 10051-000008
1000 | TLEZ26-1810 | 10051-000009
200 | TLEZ4-0602 | 10051-000010
6" 500 | TLEZ4-0605 | 10051-000011
1000 | TLEZ4-0610 | 10051-000012
200 | TLEZ4-1202 | 10051-000013
04 GPH 12" 5000 | TLEZ4-1205 | 10051-000014
1000 | TLEZ4-1210 | 10051-000015
200 | TLEZ4-1802 | 10051-000016
8 500 | TLEZ4-1805 | 10051-000017
1000 | TLEZ4-1810 | 10051-000018
3000 | TLEZ6-1203 | 10051-000019
12" 500 | TLEZ6-1205 | 10051-000020
06 GPH 1000 | TLEZ6-1210 | 10051-000021
250 | TLEZ6-18025 | 10051-000022
18" 500 | TLEZ6-1805 | 10051-000023
1000 | TLEZ6-1810 | 10051-000024
200 | TLEZ9-1202 | 10051-000025
12" 500 | TLEZ9-1205 | 10051-000026
149GPH 1000 | TLEZ9-1210 | 10051-000027
200 | TLEZ9-1802 | 10051-000028
8 500 | TLEZ9-1805 | 10051-000029
1000 | TLEZ9-1810 | 10051-000030
250° | TLEZ0025 10051-000031
BLANKTUBING 500 | TLEZ005 10051-000032

¢ NETAFIM'

NETAFIM USA
5470 E. Home Ave.
Fresno, CA 93727
CS 888638 2346
F 8006954753
www.netafimusa.com
LTLEZ 01/11



